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WD Elements™
Portable Hard Drive
Headline Positioning

Simple, fast and portable
Product Name
39 Character DMR copy (2 TB) – 2 TB WD Elements™ USB 3.0 portable hard drive.
39 Character DMR copy (1.5 TB) – 1.5 TB WD Elements™ USB 3.0 portable hard drive.
39 Character DMR copy (1 TB) – 1 TB WD Elements™ USB 3.0 portable hard drive
39 Character DMR copy (500 GB) – 500 GB WD Elements™ USB 3.0 portable hard drive
72 Character DMR copy (2 TB) – 2 TB WD Elements™ USB 3.0 high-capacity portable hard drive for Windows

72 Character DMR copy (1.5 TB) – 1.5 TB WD Elements™ USB 3.0 high-capacity portable hard drive for Windows
72 Character DMR copy (1 TB) – 1 TB WD Elements™ USB 3.0 high-capacity portable hard drive for Windows
72 Character DMR copy (500 GB) – 500 GB WD Elements™ USB 3.0 high-capacity portable hard drive for Windows

Features

· Ultra-fast USB 3.0 data transfers
· Massive capacity
· Free trial of WD SmartWare™ Pro auto and cloud backup software
· WD 
quality and reliability
Benefits

· Ultra-fast data transfers with USB 3.0

· Massive capacity in a compact design

· Downloadable trial of WD SmartWare Pro backup software

· Plug-and-play ready for Windows® PCs

· WD quality inside and out
Ideal for

· Adding extra storage for your videos, music, photos, and files.

· Transferring data at maximum speed with USB 3.0
· Backing up files using the free trial of WD SmartWare Pro backup software
· Using with Windows® PCs
Copy

Short

WD Elements™ portable hard drives with USB 3.0 offer reliable, high-capacity storage to go, ultra-fast data transfer rates, universal connectivity, and massive capacity. Includes a free trial of WD SmartWare Pro automatic backup software.
Medium

WD Elements™ portable hard drives with USB 3.0 offer reliable, high-capacity storage to go, ultra-fast data transfer rates and universal connectivity with USB 2.0 and USB 3.0 devices. The small, lightweight enclosure features massive capacity and WD quality and reliability. It includes a free trial of WD SmartWare Pro™ backup software for local and cloud backup.
Long

WD Elements™ portable hard drives with USB 3.0 offer reliable, high-capacity storage to go, ultra-fast data transfer rates, universal connectivity and massive capacity for value-conscious consumers. 

USB 3.0 and USB 2.0 compatibility – With this single drive you get compatibility with the latest USB 3.0 devices and backward compatibility with USB 2.0 devices as well.
Maximum transfer rates – When connected to a USB 3.0 port, WD Elements portable hard drive delivers ultra-fast data transfer rates.

Improve PC performance – When your internal hard drive is almost full your PC slows down. Don’t delete files. Free up space on your internal hard drive by transferring files to your WD Elements portable hard drive and get your laptop moving again.
Massive capacity in a small enclosure – The small, lightweight design offers up to 2 TB capacity, making WD Elements portable hard drives the ideal companion for consumers on the go.

Free trial of WD SmartWare Pro backup software – WD Elements portable hard drives come with a trial version of WD SmartWare Pro backup software. This backup software allows you to back up your files to your WD Elements drive or to the cloud using your DropBox™ account.
WD quality inside and out – We know your data is important to you. So we build the drive inside to our demanding requirements for durability, shock tolerance, and long-term reliability. Then we protect the drive with a durable enclosure designed for style and protection.

Formatted for Windows® – Formatted NTFS and compatible with Windows 8, Windows 7, Windows Vista® or Windows XP. Can be reformatted for Mac®.
Contents

· Portable hard drive

· USB 3.0 cable
· Trial backup software launcher
· Quick install guide
Compatibility

· Formatted NTFS for Windows® 8, Windows 7, Windows Vista® or  Windows XP
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Can be reformatted for Mac® OS X®
Note: Compatibility may vary depending on user’s hardware configuration and operating system.

Product Specifications

	Data transfer rate
	5 Gb/s (maximum)

	RoHS compliant1
	Yes

	Limited warranty2
	Varies by region


Product Dimensions

	Length
	

	1.5 and 2 TB
	4.4 in. (111 mm)

	500 GB and 1 TB
	4.4 in. (111 mm)

	
	

	Width
	

	1.5 and 2 TB
	3.2 in. (82.4 mm)

	500 GB and 1 TB
	3.2 in. (82.0 mm)

	
	

	Height
	

	1.5 and 2 TB
	0.82 in. (21 mm)

	500 GB and 1 TB
	0.6 in. (15 mm)

	
	

	Weight
	

	1.5 and 2 TB
	0.51 lb (0.234 kg)

	500 GB and 1 TB
	0.30 lb (0.134 kg)

	
	


Environmental Specifications

	Operating temperature
	5°C to 35°C

	Non-op. temperature
	–20°C to 65°C


Packaging Specifications

	
	USA
	Euro
	Metric

	Retail box size
	
	
	

	   Shelf height
	6.69 in.
	170 mm
	170 mm

	   Shelf width
	1.90 in.
	48 mm
	48 mm

	   Shelf length
	5.10 in.
	130 mm
	130 mm

	
	
	
	

	Retail box weight (max)
	
	
	

	
500 GB and 1 TB
	0.54 lb.
	0.25 kg
	0.25 kg

	
1.5 TB and 2 TB
	0.76 lb
	0.35 kg
	0.35 kg

	
	
	
	

	Master carton size
	9.92 x 5.35 x 7.16 in.
	252 x 136 x 182 mm 
	252 x 136 x 182 mm

	Master carton weight
	
	
	

	
500 GB and 1 TB
	3.03 lb.
	1.38 kg
	1.38 kg

	
1.5 TB and 2 TB
	4.13 lb
	1.88 kg
	1.88 kg

	
	
	
	

	Packages per master carton
	5
	5
	5

	Master cartons per pallet
	198
	144
	198

	
	
	
	

	Pallet load weight
	
	
	

	
500 GB and 1 TB
	653 lb.
	222 kg
	296 kg

	
1.5 TB and 2 TB
	871 lb
	294 kg
	395 kg

	
	
	
	

	Pallet load size
	48  x 40 x 48 in.
	1200 x 800 x 1219 mm 
	1219 x 1016 x 1219 mm


Note: Packaging may vary by region
Retail UPCs
	
	APAC
	
	Pan-Am
	

	Capacity3
	Order Number
	UPC
	Order Number
	UPC

	500 GB
	WDBUZG5000ABK-PESN
	7 18037 81048 5
	WDBUZG5000ABK-NESN
	7 18037 81050 8

	1 TB
	WDBUZG0010BBK-PESN
	7 18037 80792 8
	WDBUZG0010BBK-NESN
	7 18037 80791 1

	1.5 TB
	WDBU6Y0015BBK-PESN
	7 18037 80786 7
	WDBU6Y0015BBK-NESN
	7 18037 80757 7

	2 TB
	WDBU6Y0020BBK-PESN
	7 18037 80788 1
	WDBU6Y0020BBK-NESN
	7 18037 80759 1

	
	
	
	
	

	
	EMEA
	
	INDIA
	

	Capacity3
	Order Number
	UPC
	Order Number
	UPC

	500 GB
	WDBUZG5000ABK-EESN
	7 18037 81046 1
	WDBUZG5000ABK-BESN
	7 18037 81475 9

	1 TB
	WDBUZG0010BBK-EESN
	7 18037 80760 7
	WDBUZG0010BBK-BESN
	7 18037 81479 7

	1.5 TB
	WDBU6Y0015BBK-EESN
	7 18037 80810 9
	WDBU6Y0015BBK-BESN
	7 18037 81483 4

	2 TB
	WDBU6Y0020BBK-EESN
	7 18037 80626 6
	WDBU6Y0020BBK-BESN
	7 18037 81493 3

	
	
	
	
	

	
	JAPAN
	
	
	

	Capacity3
	Order Number
	UPC
	
	

	500 GB
	WDBUZG5000ABK-JESN
	7 18037 81051 5
	
	

	1 TB
	WDBUZG0010BBK-JESN
	7 18037 80847 5
	
	

	1.5 TB
	--
	--
	
	

	2 TB
	WDBU6Y0020BBK-JESN
	7 18037 80665 5
	
	

	
	
	
	
	


Note: Not all products may be available in all regions of the world.

Limited Warranty2
	Pan America
	1 year

	EMEA
	2 years

	APAC/Japan
	3 years
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WD, Western Digital, WD Elements, WD Elements, USB 3.0, SuperSpeed USB 3.0, USB 2.0, portable drive, portable hard drive, hard drive, external hard drive, portable storage, USB drive, WD SmartWare, WD SmartWare Pro, WD SmartWare backup software, backup software, backup cloud backup, Dropbox
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	1 WD complies with the Restriction of Hazardous Substances (RoHS) Directive 2002/95/EC of the European Parliament, which is effective in the EU beginning July 1, 2006. RoHS aims to protect human health and the environment by restricting the use of certain hazardous substances in new equipment, and consists of restrictions on lead, mercury, cadmium, and other substances.
2 The term of the limited warranty depends on the country in which the Product was purchased. The term of the limited warranty is for 1 year in the North, South, and Central America region; 2 years in the Europe, the Middle East, and Africa region; and 3 years in the Asia Pacific region, unless otherwise required by law. Visit our website at support.wdc.com/warranty/policy.asp for the detailed terms and conditions of our limited warranty and for a list of the specific countries in these regions.
3 As used for storage capacity, one gigabyte (GB) = one billion bytes, and one terabyte (TB) = one trillion bytes. Total accessible capacity varies depending on operating environment. As used for buffer or cache, one megabyte (MB) = 1,048,576 bytes. As used for transfer rate or interface, megabyte per second (MB/s) = one million bytes per second, megabit per second (Mb/s) = one million bits per second, and gigabit per second (Gb/s) = one billion bits per second. Effective maximum SATA 3 Gb/s or 1.5 Gb/s transfer rate calculated according to the Serial ATA specification published by the SATA-IO organization as of the date of this specification sheet. Visit www.sata-io.org for details.
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For service and literature:


http://support.wdc.com�� HYPERLINK "http://www.wd.com" �www.wd.com��


800.ASK.4WDC	North America�800.832.4778	Latin America (Spanish)�+800.6008.6008	Asia Pacific�+800.ASK.4WDEU	Europe (toll free where   available)�+31.88.0062100	Europe, Middle East, Africa





Western Digital, WD, and the WD logo are registered trademarks of Western Digital Technologies, Inc. in the U.S. and other countries; and WD Elements and the FIT Lab logo are trademarks of Western Digital Technologies, Inc. Other marks may be mentioned herein that belong to other companies. Product specifications subject to change without notice.
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